
江苏曼淇威电气产品有限公司
Jiangsu Match-Well Electrical Products Co., Ltd.

MATCH-WELL
Motor & Axial Fan曼 淇 威 电 机 、 风 机
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江苏曼淇威电气产品有限公司座落在中国著名的电机制造之乡——中国常州高新技术开发区，占地面积200000m²，建筑面积180000m²；专

业开发生产应用于商用空调之风机盘管、管道机组、热泵机组、吸顶空调的风机电机及类似用途的风扇电机、暖通风机和变频直流风机。

品质卓越的曼淇威电机得益于一支拥有多年电机设计、制造、管理和服务经验的高素质团队的创造性工作和全心全意为客户服务的理念；

ISO9001质量管理标准被严格地贯彻到企业生产过程的各个环节，每一个零件、每一道工序都得到了有效控制，所有产品通过了ISO9001、

ISO14001、ISO45001、UL、CSA、VDE、TUV、CE、SASO and KUCAS认证。

高度工业化的长江三角洲地域环境，传统且强大的电机部件制造业，丰富的资源，以及我们先进的生产设备、完善的检测试验手段，领先

的产品技术和丰富的设计应用经验，使我们能够快速地按照客户需求提供最佳的技术解决方案和产品，同时使我们能够快速地为客户生产出单一

的大批量产品，也能够快速地生产多品种小批量甚至单台的产

品，以满足客户的特殊需求。

诚信合作，实现双赢！是我们与广大客户保持良好合作

关系和获得信赖的基础！公司已与多家国内外国际知名公司建

立了长期战略伙伴关系，您完全可以相信您的选择是非常正确

的——曼淇威是您最具价值的供应商！

Jiangsu Match-Well Electrical Products Co.,Ltd. is located at the famous town of the motor manufacturing — Changzhou Hi-Tech 
Development Zone, China, occupies an area of 200,000 sqm including a building area of 180,000 sqm, the company professionally develops 
and produces motors for fan coils of commercial air conditioner, duct unit, heat pump unit and ceiling air conditioner as well as fan motors 
with similar purposes, heating and ventilation fan & inverter DC fan.
Match-Well motor with extraordinary quality is benefited by a quality team with its creative work and idea to serve customers 
wholeheartedly, which has experiences of design, manufacture and management of motors for many years. It strictly carries out ISO9001 
quality management standard into every linkage, every part and every working order of production course of the enterprise and all 
products pass through accreditations of ISO9001, ISO14001, ISO45001, UL, CSA, VDE, TUV, CE,SASO and KUCAS etc.
Highly industrialized regional environment in Yangtze River Delta, traditional and strong manufacturing industry of motor part, rich 

resources as well as our advanced productive equipments, perfect inspection and test 
measures, leading productive technology and rich design and application experiences, 
all these help us provide the best technical solution and products as per customers’ 
demand promptly, meanwhile we can produce single product in a large lot or in small 
lot but multiple varieties or even one piece of product as per customers’ special 
demand promptly.
Make sincere cooperation to achieve win-win result! This is the base for us to keep 
good cooperative relations with broad customers and to obtain faith! The company 
has built up long-term strategic partner relationship with a lot of famous companies 
both at home and abroad, therefore you can completely believe that your choice is 
quite correct — Match-Well is your most valuable supplier!

MATCH-WELL
曼淇威电机、风机
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团结进取  1+1大于2是我们的团队价值观, 不断进取是我们实现卓越的价值精神

创新发展  不断创新我们的技术和产品, 满足客户不断增长的需要,是我们高速发展之动力

诚信满意  诚信是我们实现价值之根本, 顾客满意是我们价值之源泉 

回馈社会  社会给予我们实现价值的机会, 回馈社会是体现我们价值的良心

曼淇威一直坚持的价值理念曼淇威一直坚持的价值理念
Always Persists in Its Value Ideal

Unite to Make Progress  our team has the value outlook that means one plus one being larger than two and continuous 

progress is our value spirit to realize excellence.

Innovative Development  we’ll continuously innovate our technique and products to meet customer’s ever-growing demand 

and they are also the power motive for us to make speedy development.

Being Trustworthy to Satisfy Customer  it is our root to be trustworthy to realize our value and it is our source of value to 

satisfy customer.

Feed Back to the Society  The society gives us opportunity to realize our value and it is our conscience of the value to feed 

back to the society.

质 量 方 针质 量 方 针
Quality Policy 恪 守 诚 信   追 求 卓 越 

持 续 改 进   顾 客 满 意
Persist in honesty and faith to pursue excellence

Satisfy customers with Continuous Improvement

MATCH-WELL
曼淇威电机、风机

The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 

 

 

SIGN BY 

 

SIGNATURE 

 

 

   

 

 

 

 

CERTIFICATE NO.:  CQC2017010401965628 Valid from: Apr.02,2022 

 Valid until: Sep.07,2031 

 

 

NAME AND REGISTERED 
ADDRESS OF THE APPLICANT 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

NAME AND REGISTERED 
ADDRESS OF THE 
MANUFACTURER 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

NAME AND LOCATION  
OF THE FACTORY 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

PRODUCT NAME, MODEL 
AND  SPECIFICATION 

BLDC Motor 
See appendix 

  

THE STANDARDS AND  
TECHNICAL REQUIREMENTS  
FOR THE PRODUCTS 

GB/T 12350-2009 

  

TYPE OF CERTIFICATION  
SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC12-000001-2020. 

Date of original issued: Apr.26,2020 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

授授权权签签字字人人 

 

签签发发 

 

 

   

 

 
 
 
 
 

证证书书编编号号：：CQC2017010401965628 发发证证日日期期：：2022年 04月 02日 

 有有效效期期至至：：2031年 09月 07日 

 

委托人名称 

及注册地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

制造商名称 

及注册地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

生产企业名称 

及生产地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

产品名称和系列、 

规格、型号 

永磁无刷直流电动机 
见附件 

  

产品标准和技术要求 GB/T 12350-2009 
  

认证模式 产品型式试验+初次工厂检查+获证后监督 
  

上述产品符合 CQC12-000001-2020 认证规则的要求，特发此证。 

本证书为变更证书，证书首次颁发日期：2020年 04月 26日 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 

 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

授授权权签签字字人人 

 

签签发发 

 

 

   

 

 
 
 
 
 

证证书书编编号号：：CQC23107372768 发发证证日日期期：：2023年 01月 11日 

 有有效效期期至至：：2033年 01月 10日 

 

委托人名称 

及注册地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

制造商名称 

及注册地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

生产企业名称 

及生产地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

产品名称和系列、 

规格、型号 

永磁无刷直流电动机(铝线) 
见附件 

  

产品标准和技术要求 GB/T 12350-2022 
  

认证模式 产品型式试验+初次工厂检查+获证后监督 
  

上述产品符合 CQC12-000001-2020 认证规则的要求，特发此证。 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 

The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 

 

 

SIGN BY 

 

SIGNATURE 

 

 

   

 

 

 

 

CERTIFICATE NO.:  CQC23107372768 Valid from: Jan.11,2023 

 Valid until: Jan.10,2033 

 

 

NAME AND REGISTERED 
ADDRESS OF THE APPLICANT 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

NAME AND REGISTERED 
ADDRESS OF THE 
MANUFACTURER 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

NAME AND LOCATION  
OF THE FACTORY 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

PRODUCT NAME, MODEL 
AND  SPECIFICATION 

BLDC Motor(Aluminum wire) 
See appendix 

  

THE STANDARDS AND  
TECHNICAL REQUIREMENTS  
FOR THE PRODUCTS 

GB/T 12350-2022 

  

TYPE OF CERTIFICATION  
SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC12-000001-2020. 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 

 

 

 

   

 

 
 
 
 
 

证证书书编编号号：：CQC2008010401300904 发发证证日日期期：：2021年 05月 21日 

 有有效效期期至至：：2031年 05月 21日 

 

委托人名称 

及注册地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

制造商名称 

及注册地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

生产企业名称 

及生产地址 

江苏曼淇威电气产品有限公司 

常州市福阳路 67号 

  

产品名称和系列、 

规格、型号 

单相电容运转异步电动机 
见附件 

  

产品标准和技术要求 GB/T 12350-2009 
  

认证模式 产品型式试验+初次工厂检查+获证后监督 
  

上述产品符合 CQC12-000001-2020 认证规则的要求，特发此证。 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 

The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 

 

 

 

 

 

 

 

   

 

 

 

 

CERTIFICATE NO.:  CQC2008010401300904 Valid from: May.21,2021 

 Valid until: May.21,2031 

 

 

NAME AND REGISTERED 
ADDRESS OF THE APPLICANT 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

NAME AND REGISTERED 
ADDRESS OF THE 
MANUFACTURER 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

NAME AND LOCATION  
OF THE FACTORY 

Jiangsu Match-Well Electrical Products Co.,ltd 
Fuyang Road No.67, Tianning District ,Changzhou city, Jiangsu Province 

  

PRODUCT NAME, MODEL 
AND  SPECIFICATION 

Single-phase Capacitor Run Asynchronous Motor 
See appendix 

  

THE STANDARDS AND  
TECHNICAL REQUIREMENTS  
FOR THE PRODUCTS 

GB/T 12350-2009 

  

TYPE OF CERTIFICATION  
SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC12-000001-2020. 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

C E R T I F I C A T E  O F  C O M P L I A N C E  

Certificate Number UL-US-L486579-231-31906102-1 
Report Reference E486579-20160913 

Date 16-Dec-2022
 

 
Deborah Jennings-Conner, VP Regulatory Services 

UL LLC 

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  
 

Issued to: Jiangsu Match-Well Electrical Products Co Ltd
Fuyang Rd 67, Tianning District Changzhou, Jiangsu 
213000 
China

This is to certify that
representative samples of

XEWR2 - Thermal-device-protected Motors - Component 
See Addendum Page for Product Designation(s). 

UL-US-L486579-231-31906102-1 Have been evaluated by UL in accordance with the 
component requirements in the Standard(s) indicated on 
this Certificate. UL Recognized components are incomplete 
in certain constructional features or restricted in 
performance capabilities and are intended for installation in 
complete equipment submitted for investigation to UL LLC. 

Standard(s) for Safety: UL 1004-1, 2nd Ed., Issue Date: 2012-09-19, Revision 
Date: 2020-11-05, UL 1004-3, 2nd Ed., Issue Date: 2015-
02-27, Revision Date: 2018-01-31 

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information 

E486579-20160913 
This Certificate of Compliance indicates that representative samples of the product described in the certification 
report have met the requirements for UL certification. It does not provide authorization to apply the UL 
Recognized Component Mark. Only the Authorization Page that references the Follow-Up Services Procedure 
for ongoing surveillance provides authorization to apply the UL Mark.  

Only those products bearing the UL Recognized Component Mark should be considered as being UL Certified 
and covered under UL’s Follow-Up Services.  

Look for the UL Recognized Component Mark on the product.

C E R T I F I C A T E  O F  C O M P L I A N C E  

Certificate Number UL-US-L486579-231-31906102-1 
Report Reference E486579-20160913 

Date 16-Dec-2022
 

 
Deborah Jennings-Conner, VP Regulatory Services 

UL LLC 

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  
 

Issued to: Jiangsu Match-Well Electrical Products Co Ltd
Fuyang Rd 67, Tianning District Changzhou, Jiangsu 
213000 
China

This is to certify that
representative samples of

XEWR2 - Thermal-device-protected Motors - Component 
See Addendum Page for Product Designation(s). 

UL-US-L486579-231-31906102-1 Have been evaluated by UL in accordance with the 
component requirements in the Standard(s) indicated on 
this Certificate. UL Recognized components are incomplete 
in certain constructional features or restricted in 
performance capabilities and are intended for installation in 
complete equipment submitted for investigation to UL LLC. 

Standard(s) for Safety: UL 1004-1, 2nd Ed., Issue Date: 2012-09-19, Revision 
Date: 2020-11-05, UL 1004-3, 2nd Ed., Issue Date: 2015-
02-27, Revision Date: 2018-01-31 

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information 

E486579-20160913 
This Certificate of Compliance indicates that representative samples of the product described in the certification 
report have met the requirements for UL certification. It does not provide authorization to apply the UL 
Recognized Component Mark. Only the Authorization Page that references the Follow-Up Services Procedure 
for ongoing surveillance provides authorization to apply the UL Mark.  

Only those products bearing the UL Recognized Component Mark should be considered as being UL Certified 
and covered under UL’s Follow-Up Services.  

Look for the UL Recognized Component Mark on the product.
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MWS 系列直流无刷电机
BRUSHLESS DC MOTOR SERIES
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典型外形尺寸  Dimensions

	 用 途  Application
用于风机盘管机组
Used in fan-coil unit of central air conditioner

• 驱动电源外置，电机采用无霍尔传感方
案，电机功率密度大，防护等级高，可以根
据客户要求选择铜线或者铝线绕组。
• 该款尺寸较目前常规结构更加紧凑，定子
绕组采用BMC塑封，防水抗潮性强，电机使
用寿命更长，整体噪音较目前铁壳结构可以
降低2~3分贝。
•  Exte r n a l  m oto r  d r i ve  a n d  p owe r 
supply, and the motor adopts a Hall-
free sensor solution. The motor has high 
power density and high protection level. 
Copper wire or aluminum wire winding 
can be selected according to customer 
requirements.
• The structure is more compact than iron 
shell motor. The stator winding is sealed 
by BMC, with stronger waterproof and 
longer life, and lower noise by 2-3dB than 
iron shell motor.

结构 Description

主要技术数据  Product Information

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级

IP Level 备注

MWS20-8A-PD 280-380VDC

/            

0.10/0.07 27 20 1500 75 IP44
单/双轴可定制

(Single/double Shaft
can be customized)

MWS30-8A-PD 280-380VDC 0.14/0.11 40 30 1500 75 IP44

MWS50-8A-PD 280-380VDC 0.24/0.18 67 50 1500 75 IP44

• Amb. Temperature 环境温度：-20～+50℃ 
• Store condition贮存温度：-30～+60℃ 
• Protection Level 防护等级：IP44
• Power range: 20W~50W 
• Insulation class 绝缘等级：B 
• Direction of rotation 转向：According to customer requirements根据客户要求 
• Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal 水平

• Phase Current Protection 相电流保护
• Short Circuit Protection 短路保护 
• Over temperature Protection 过热保护 
• Position sensorless 无位置传感 
• SVPWM Sin 180°driver 正弦波180°驱动 

•  驱动装入电机内部，客户自带电源，提供直
流电压给电机驱动，实现无级调速，该方案为
电机和驱动一体；
•  该款尺寸较目前常规铁壳结构更加紧凑，定
子绕组采用BMC塑封，防水抗潮湿性强，电机
使用寿命更长，整体噪音较目前铁壳结构可以
降低2-3分贝。
• Internal driving. Need customer to 
provide the power to supply DC voltage to 
the motor driving to achieve stepless speed. 
Motor-driving integrated design.
• The structure is more compact than iron 
shell motor. The stator winding is sealed by 
BMC, with stronger waterproof and longer 
life, and lower noise by 2-3dB than iron shell 
motor.

•  Amb. Temperature 环境温度：-15～+50℃
•  Store condition贮存温度：-30～+60℃
•  Protection Level防护等级：IP42 
•  Power range: 30W~125W
•  Insulation class 绝缘等级：B
•  Direction of rotation 转向：According to customer requirements根据客户要求
•  Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal 水平

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级 备注

MWS30-8K 280-380 VDC 0.14/0.10 40 30 1350 75 42

单/双轴可定制
(Single/double Shaft
can be customized)

MWS50-8K 280-380 VDC 0.23/0.17 67 50 1350 75 42
MWS70-8K 280-380 VDC 0.32/0.25 93 70 1350 75 42
MWS90-8K 280-380 VDC 0.42/0.32 120 90 1350 75 42

MWS110-8K 280-380 VDC 0.52/0.38 146 110 1350 75 42
MWS125-8K 280-380 VDC 0.6/0.44 166 125 1350 75 42

结构 Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

MWS系列直流无刷电机
BRUSHLESS DC MOTOR SERIES

•  Phase Current Protection 相电流保护
•  Short Circuit Protection 短路保护
•  Over temperature Protection 过热保护
•  Position sensorless 无位置传感
•  SVPWM Sin 180°driver 正弦波180°驱动

	 用 途  Application
用于中央空调之风机盘管机组
Used in fan-coil unit of central air conditioner

空
调

直
流

无
刷

电
机

Air conditioner BLDC m
otor
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主要技术数据  Product Information

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级

IP Level 备注

MWS80-8K-PD 280-380VDC

/            

0.37/0.27 103 80 900 78 IP44
单轴

(Single Shaft)MWS100-8K-PD 280-380VDC 0.46/0.34 128 100 900 78 IP44

MWS130-8K-PD 280-380VDC 0.62/0.46 173 130 900 75 IP44

• Amb. Temperature 环境温度：-20～+50℃ 
• Store condition贮存温度：-30～+60℃ 
• Protection Level防护等级：IP44 
• Power range: 80W~130W 
• Insulation class 绝缘等级：B 
• Direction of rotation 转向：According to customer requirements根据客户要求 
• Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal 水平 

• 客户可以选择驱动外置或者内置，
铜线或者铝线绕组，8极或者10极转
子，电机采用无霍尔传感方案，电机
散热性能好，功率密度大，防护等级
高。
• 该款尺寸较目前常规结构更加紧
凑，定子绕组采用BMC塑封，防水抗
潮性强，电机使用寿命更长，整体噪
音较目前铁壳结构可以降低2~3分贝。
• Customers can choose to drive 
externally or internally, copper 
wire or aluminum wire winding, 
8-pole or 10-pole rotor, the motor 
adopts no Hall sensor solution, the 
motor has good heat dissipation 
performance, high power density, 
and high protection level.
• The structure is more compact 
than iron shell motor. The stator 
winding is sealed by BMC, with 
stronger waterproof and longer life, 
and lower noise by 2-3dB than iron 
shell motor.

典型外形尺寸  Dimensions

	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for an outdoor fan unit of a central air conditioner and similar purpose

结构 Description

• Phase Current Protection 相电流保护
• Short Circuit Protection 短路保护 
• Over temperature Protection 过热保护 
• Position sensorless 无位置传感 
• SVPWM Sin 180°driver 正弦波180°驱动 

•  驱动装入电机内部，客户自带电源，提供
直流电压给电机驱动，实现无级调速，该方
案为电机和驱动一体；
•  该款尺寸较目前常规铁壳结构更加紧凑，
定子绕组采用BMC塑封，防水抗潮湿性强，
电机使用寿命更长，整体噪音较目前铁壳结
构可以降低2-3分贝。
• Internal driving. Need customer to 
provide the power to supply DC voltage 
to the motor driving to achieve stepless 
speed.. Motor-driving integrated design.
• The structure is more compact than iron 
shell motor. The stator winding is sealed 
by BMC, with stronger waterproof and 
longer life, and lower noise by 2-3dB than 
iron shell motor.

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级

IP Level 备注

MWS100-8K 280-380 VDC

/            

0.48/0.35 134 100 800 75 44

单轴
(Single Shaft)

MWS130-8K 280-380 VDC 0.62/0.46 173 130 800 75 44
MWS150-8K 280-380 VDC 0.71/0.53 200 150 820 75 44
MWS170-8K 280-380 VDC 0.81/0.6 226 170 820 75 44
MWS190-8K 280-380 VDC 0.9/0.67 253 190 820 75 44

典型外形尺寸  Dimensions

主要技术数据  Product Information

	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for fan of outdoor unit of central air conditioner and similar 
purpose

•  Amb. Temperature 环境温度：-15～+50℃
•  Store condition贮存温度：-30～+60℃
•  Protection Level防护等级：IP44 
•  Power range: 100W~190W
•  Insulation class 绝缘等级：B
•  Direction of rotation 转向：According to customer requirements根据客户要求
•  Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal 水平

•  Phase Current Protection 相电流保护
•  Short Circuit Protection 短路保护
•  Over temperature Protection 过热保护
•  Position sensorless 无位置传感
•  SVPWM Sin 180°driver 正弦波180°驱动

结构 Description

MWS 系列直流无刷电机
BRUSHLESS DC MOTOR SERIES MWS系列直流无刷电机

BRUSHLESS DC MOTOR SERIES
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• 驱动电源外置，电机采用无霍尔传
感方案，输出转矩大，防护等级高。
•  该款尺寸较目前常规铁壳结构更加
紧凑，定子绕组采用BMC塑封，防水
抗潮湿性强，电机使用寿命更长，整
体噪音较目前铁壳结构可以降低2-3分
贝。
•  Exte r n a l  D r i v i n g .  A d o pt  n o 
Hall sensor,with high torque and  
protection level.
• The structure is more compact 
than iron shell motor. The stator 
winding is sealed by BMC, with 
stronger waterproof and longer life, 
and lower noise by 2-3dB than iron 
shell motor.

• Amb. Temperature 环境温度：-15～+50℃
• Store condition贮存温度：-30～+60℃
• Protection Level 防护等级：IP42 
• Power range: 450W~920W
• Insulation class 绝缘等级：B
• Direction of rotation 转向：According to customer requirements根据客户要求
• Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal 水平

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级

IP Level 备注

MWS450-8A-PD 280-380 VDC

/            

2/1.5 562 450 1150 80 44

单轴
(Single Shaft)

MWS550-8A-PD 280-380 VDC 2.5/1.8 687 550 1100 80 44
MWS750-8A-PD 280-380 VDC 3.4/2.5 937 750 1050 80 44
MWS920-8A-PD 280-380 VDC 4.1/3.1 1150 920 950 80 44

典型外形尺寸  Dimensions

主要技术数据  Product Information

	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for fan of outdoor unit of central air conditioner and similar purpose

结构 Description

MWS750-8A-PD

DC310V 1050r/min  750W 8P
CL.B

70

30

空 调 器 风 扇 用 直 流 无 刷 马 达

常 州 曼 淇 威 电 气 产 品 有 限 公 司

Changzhou Match-Well Electrical Products Co., Ltd.

U(RED)

W(WHI) V(BLA)

( Brushless DC Motor For Air Conditioner Fan )

铭牌位置

铭牌位置

转向

塑壳：JST VHR-5N(白色）

U(RED)

V(BLA)

W(WHI)

主要技术数据  Product Information

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级

IP Level 备注

MWS700-10K-PD 540VDC

/            

1.51 814 700 1180 86 IP44

单轴
(Single Shaft)

MWS900-10K-PD 540VDC 1.94 1047 900 1180 86 IP44

MWS1100-10K-PD 540VDC 2.40 1294 1100 1180 85 IP44

MWS1350-10K-PD 540VDC 2.98 1607 1350 1180 84 IP44

• Amb. Temperature 环境温度：-20～+50℃ 
• Store condition贮存温度：-30～+60℃ 
• Protection Level防护等级：IP44 
• Power range:  700W~1350W
• Insulation class 绝缘等级：B 
• Direction of rotation 转向：According to customer requirements根据客户要求 
• Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal 水平 

• 驱动器装在电机底部，需要客户电源
提供540V直流电，电机采用10极转子，
无霍尔传感方案，电机无级变速，散热
性能好，功率密度大，防护等级高。
• 该款尺寸较目前常规结构更加紧凑，
定子绕组采用BMC塑封，防水抗潮性
强，电机使用寿命更长，整体噪音较目
前铁壳结构可以降低2~3分贝。
• The driver is installed at the bottom 
of the motor and requires DC540V 
from the customer's power supply. 
The motor adopts a 10-pole rotor，
no Hall sensor solution. The motor 
has stepless speed change, good heat 
dissipation performance, high power 
density, and high protection level.
•The structure is more compact than 
iron shell motor. The stator winding 
is  sealed by BMC, with stronger 
waterproof and longer life, and lower 
noise by 2-3dB than iron shell motor.

典型外形尺寸  Dimensions

	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for an outdoor fan unit of a central air conditioner and similar purpose

结构 Description

• Phase Current Protection 相电流保护
• Short Circuit Protection 短路保护 
• Over temperature Protection 过热保护 
• Position sensorless 无位置传感 
• SVPWM Sin 180°driver 正弦波180°驱动 

MWS 系列直流无刷电机
BRUSHLESS DC MOTOR SERIES MWS系列直流无刷电机

BRUSHLESS DC MOTOR SERIES
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注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification, just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

	 电子驱动器装置  Electronics
反向控制输入-可根据需求提供控制器 
Reverse control input-available on requirement.
防护级别：IP20~IP44
Protection level: IP20~IP44

I I

E

B

H

C

H
A

F G

J

 

电机型号
Part No.

功率
Power(W)

电压范围
Voltage

转速范围
Speed Range

防护等级
Protection Levle

电机效率
EFF

MWS30-8K 30W DC380V，DC310.DC280 300-1500无级调速 IP20 74%
MWS60-8K 60W DC380V，DC310.DC280 300-1500无级调速 IP20 75%
MWS80-8K 80W DC380V，DC310.DC280 300-1500无级调速 IP20 75%

MWS60-8E-S 60W AC200V，AC240V.AC260V 300-1500无级调速 IP44 78%
MWS120-8E-S 120W AC200V，AC240V.AC260V 300-1500无级调速 IP44 78%

	 结构特点  Description
•  采用目前通用风机盘管电机相同结构和安装方式,无须单独设
计机组,推广方便。
•  机电一体化设计,体积小，安装方便。
•  无位置传感设计和独特的通信功能设计,与控制器配合使用可
实现智能化控制。
•  整机振动小，噪音低,体积小。
•  采用脉宽控制技术，无级调速范围特宽。
•  效率高、能耗低、符合国际国内环保要求和节能政策。
•  Same mounting dimension as the AC motors, no need for 
special design and easy to promote.
•  Mechanical-electrical  integration design gives small 
volume and convenient installation.
•  Adopt sensorless control and special DSP control 
system,can realize intelligent control with electronics.
•  Lower vibration,lower noise and small volume.
•  PWM Pulse width modulation technique to achieve  
stepless speed.
•  High Efficiency,lower  energy consumption, can meet the 
international and domestic green energy demand.

典型外形尺寸  Dimensions

主要技术数据  Product Information

	 用 途  Application
用于中央空调之风机盘管机组
Used in fan-coil unit of central air conditioner

	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for fan of outdoor unit of central air conditioner and similar purpose

典型外形尺寸  Dimensions

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification, just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

电机型号
Part No.

功率
Power(W)

电压范围
Voltage

转速范围
Speed Range

防护等级
Protection Levle

电机效率
EFF

MWS180-8K 180W DC250V 300-1300无级调速 IP54 ≥79%
MWS250-8K 250W DC250V 300-1300无级调速 IP54 ≥80%
MWS380-8K 380W DC339V 300-1300无级调速 IP54 ≥81%
MWS450-8K 450W DC339V 300-1300无级调速 IP54 ≥82%
MWS500-8K 500W DC380V 300-1300无级调速 IP54 ≥83%
MWS50-8K 50W DC24V 300-1300无级调速 IPX4 ≥75%

MWS150-8K 150W DC48V 300-1300无级调速 IPX4 ≥75%

	 结构特点  Description
• 电机有内置驱动和外置驱动2种结构，以满足不同使用要求；
• 内置PCB采用铝合金铸造结构，防护等级可以达到IP54,散传热性好，温升低，电机使用寿命长
• 采用脉宽控制技术和无位置传感技术，能效高，智能化控制，长期运转稳定性好；
• Adopt internal driving or external driving； to meet different needs
• Aluminum alloy shield for internal driving，IP54 protection ，excellent diathermancy, low temperature to meet long life 
requirement.
• Adopt PWM  Pulse width modulation technique, Brushless &Sensor-less design to achieve stepless speed, high efficiency, 
long life and intelligent control

主要技术数据  Product Information

MWS 系列直流无刷电机
BRUSHLESS DC MOTOR SERIES MWS系列直流无刷电机
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典型外形尺寸  Dimensions

• 驱动电源外置，电机采用无霍尔传感方
案，钕铁硼转子，轴伸端配油封和甩水圈，
出线座采用防水接头，电机功率密度大，防
护等级高；客户可以根据需求选择正装或者
倒装结构。
• External drive & power supply solution, 
the motor adopts a Hall-free sensor 
solution, NdFeB rotor, the shaft extension 
end is equipped with an oil seal with a 
water throwing ring, and the outlet seat 
adopts a waterproof connector. The motor 
has a high power density and a high 
protection level; customers can choose 
formal installation according to their 
needs or inverted structure.

结构 Description

主要技术数据  Product Information

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输入
Input

W

输出
Output

W

转速
Speed
r/min

效率
Efficiency

%
IP防护等级

IP Level 备注

MWS1500-8A-PD 310-540VDC

/            

5.44/3.12 1685 1500 950 89 IP44
单轴

(Single Shaft)MWS1800-8A-PD 310-540VDC 6.60/3.79 2045 1800 950 88 IP44

MWS2100-8A-PD 310-540VDC 7.70/4.42 2386 2100 950 88 IP44

• Amb. Temperature 环境温度：-30～+50℃ 
• Store condition贮存温度：-35～+60℃ 
• Protection Level防护等级：IP44 
• Power range: 1500W~2100W
• Insulation class 绝缘等级：B 
• Direction of rotation 转向：According to customer requirements根据客户要求 
• Bearing/Mounting 轴承/安装：Ball 滚珠轴承/Horizontal水平 

• Phase Current Protection 相电流保护 
• Short Circuit Protection 短路保护 
• Over temperature Protection 过热保护 
• Position sensorless 无位置传感 
• SVPWM Sin 180°driver 正弦波180°驱动

	 用 途  Application
适用于室外机风机及类似用途
Suitable for an outdoor fan unit of a central air conditioner and similar 
purpose

空调器室内管道送风电机及类似用途
Suitable for duct fan set of indoor air conditioner and 
similar purpose

典型外形尺寸  Dimensions

	 电子驱动器装置  Electronics
• 无霍尔直流无刷电机/可配备驱动电源或单电机
• 防护级别：IP20~IP44  
• Hall-free BLDC motor - drive available on request.
• Protection level: IP20~IP44

	 用 途  Application 	 结构特点  Description
• 电机一般不带驱动结构，可以按需要配外置驱动和电源;可
以根据体积大小采用高性能磁体减小体积，提高效率。
• DC  motor only, also can provide with external driving and  
source； can be designed with special magnet to meet small 
volume and high efficiency.

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

电机型号
Part No.

功率
Power(W)

电压范围
Voltage

转速范围
Speed Range

防护等级
Protection Levle

电机效率
EFF

MWS230-8D/S
(单/双轴） 230W DC380V，

DC310 300-1500 IP20~IP44 80%

MWS600-8D/S
(单/双轴） 600W DC380V，

DC310 300-1500 IP20~IP44 85%

MWS900-8D/S
(单/双轴） 900W DC380V，

DC310 300-1500 IP20~IP44 85%

MWS1250-8D/S
(单/双轴） 1250W DC380V，

DC310 300-1500 IP20~IP44 85%

主要技术数据  Product Information

MWS 系列直流无刷电机
BRUSHLESS DC MOTOR SERIES MWS系列直流无刷电机

BRUSHLESS DC MOTOR SERIES
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型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
参考工况转速
RPM H/M/L

转速档
Speeds

绝缘等级
Insulation

Class

配置电容
Capacitor

(μ F/V)
YF110-8-4D 220V/50Hz 8 0.14 750/650/550 3 B 0.85/450

YF110-10-4S 220V/50Hz 10 0.17 800/650/550 3 B 1/450
YF110-12-4S 220V/50Hz 12 0.19 830/700/550 3 B 1.2/450
YF110-16-4S 220V/50Hz 16 0.23 850/700/600 3 B 1.5/450
YF110-20-4S 220V/50Hz 20 0.28 900/750/600 3 B 2/450
YF110-25-4S 220V/50Hz 25 0.36 950/800/650 3 B 2.5/450
YF110-30-4S 220V/50Hz 30 0.40 1000/850/700 3 B 2.5/450
YF110-40-4S 220V/50Hz 40 0.45 1100/950/800 3 B 2.5/450
YF110-50-4S 220V/50Hz 50 0.46 1150/1000/850 3 B 3/450
YF110-60-4S 220V/50Hz 60 0.55 1250/1100/950 3 B 4/450
YF110-75-4S 220V/50Hz 75 0.57 1300/1150/1000 3 B 4/450

YF110-100-4S 220V/50Hz 100 0.76 1350/1200/1050 3 B 4/450
YF110-18-4S 220V/50Hz 18 0.27 1050 6 B 2.5/450
YF110-45-4S 220V/50Hz 45 0.42 1100 6 B 2.5/450
YF110-48-4S 220V/50Hz 48 0.47 1000 6 B 2.5/450
YF110-59-4S 220V/50Hz 59 0.67 1100 6 B 3/450
YF110-80-4S 220V/50Hz 80 0.93 1320 6 B 4/450
YF110-95-4S 220V/50Hz 95 1.1 1300 6 B 4/450

YF110-105-4S 220V/50Hz 105 1.2 1320 6 B 4/450
YF110-15S 115V/60Hz 15(1/50HP) 0.43 1100/950/800 3 B 3/370
YF110-25S 115V/60Hz 25(1/30HP) 0.66 1200/1050/900 3 B 3/370
YF110-30S 115V/60Hz 30(1/25HP) 0.75 1200/1050/900 3 B 5/370
YF110-38S 115V/60Hz 38(1/20HP) 0.83 1200/1050/900 3 B 5/370
YF110-50S 115V/60Hz 50(1/15HP) 1.0 1300/1150/1000 3 B 5/370
YF110-75S 115V/60Hz 75(1/10HP) 1.3 1400/1250/1100 3 B 7.5/370

注:	 以上是具有代表性的规格，可按用户要求设计。
	 可按用户要求提供100-120V、200-240V、50/60Hz产品。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification.The specification can also be designed and 			 
manufactured according to customers requirement;
	 The products of 100-120V,200-240V,50/60Hz can also be supplied as requested;
	 we will not give special notice on changes, please contact our technical department for further information.

H A×D B×C φ L L1

90

100×110 80×90 9×11

典型470,可
根据客户要

求制作
Typical 

470, can be 
customized 
on request

典型70,可根
据客户要求

制作
Typical 

70, can be 
customized 
on request

129×106 63×79 11
129×106 70×105 8×12
129×106 72×100 5.5

95
115×106 72×100 5.5
115×121 72×100 5.5
115×121 72×100 7

96 113×108 72×100 12×10
98 115×106 72×100 5.5×8.5

100
115×106 72×100 5.5
115×106 72×100 5.5×8.5
80×121 72×65 6

H A×D B×C φ L L1

105

115×106 72×100 5.5&5.5×8.5
典型470,可
根据客户要

求制作
Typical 

470, can be 
customized 
on request

典型70,可根
据客户要求

制作
Typical 

70, can be 
customized 
on request

115×106 72×100 6.5
115×106 72×100 7
115×121 72×100 5.5&5.5×8.5
113×108 72×100 5.5&5.5×7.5
115×121 72×100 5.5
115×106 72×100 5.5&5.5×7.5

110 115×121 72×100 5.5&5.5×7.5

基本安装尺寸  Installation Requrement

主要技术数据  Product Information

	 用 途  Application
用于中央空调之风机盘管机组
Used in fan-coil unit of central air conditioner

	 特 点  Descirption
效率高、温升低一根据不同种类的风机盘管机组进行电机匹配优化设计，保证与风轮及表冷器最佳配合。
噪音低、振动小一采用国际名牌低噪音优质滚动轴承，使电机寿命长，无需加油。
This product is highly efficiency and produces low temperatures. The design can be optimized to work with different kinds 
of fan coil units which will guarantee the best match between an air wheel and surface cooler.
The quiet and vibration resistant motor is one of the most qualified low noise ball bearing on the market. It extends the 
motor's life and there is does not require additional oil. 

YF110

典型外形尺寸  Dimensions

普通型
Typical design

带金属软管型
Includes metal pipe

系列单相电容运转异步电动机
YF110 SERIES SINGLE PHASE CAPACITOR OPERATING 
ASYNCHRONOUS MOTOR

MATCH-WELL
曼淇威电机、风机

空
调

交
流

电
机

Air conditioner AC m
otor
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典型外形尺寸  Dimensions

电气原理图  Electrical diagram

型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
额定转速

RPM
转速档
Speeds

绝缘等级
Insulation

Class

配置电容
Capacitor

(μ F/V)
YF120-20-8 220~240V/50Hz 20 0.33 455 3 B 3.5/450

YF120-30-8 220~240V/50Hz 30 0.47 545 3 B 3.5/450

YF120-45-6 220~240V/50Hz 45 0.62 850 3 B 3.0/450

YF120-60-6 220~240V/50Hz 60 0.7 870 3 B 4.0/450

YF120-75-6 220~240V/50Hz 75 0.75 850 3 B 4.0/450

YF120-85-6 220~240V/50Hz 85 0.9 750 3 B 5.0/450

YF120-100-6 220~240V/50Hz 100 1.1 900 3 B 6.0/450

主要技术数据  Product Information

系列单相电容运转异步电动机
YF120B SERIES SINGLE PHASE CAPACITOR OPERATING 
ASYNCHRONOUS MOTOR

	 用 途  Application
适用于商用分体式和吸顶式空调器室内、外风机及类似用途 
Suitable for inner and outer fans for commercial split type 
or ceiling air conditioner and similar purpose

注:	 以上是具有代表性的规格，可按用户要求设计。
	 可按用户要求提供100-120V、200-240V、50/60Hz产品。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification.The specification can also be designed and 			 
manufactured according to customers requirement;
	 The products of 100-120V,200-240V,50/60Hz can also be supplied as requested;
	 we will not give special notice on changes, please contact our technical department for further information.

电气原理图  Electrical Diagram

型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
额定转速

RPM
转速档
Speeds

绝缘等级
Insulation

Class

配置电容
Capacitor

(μ F/V)
YF120-10-8 220~240V/50Hz 10 0.18 599 3 B 1.0/450
YF120-20-6 220~240V/50Hz 20 0.35 745 3 B 2.0/450
YF120-25-8 220~240V/50Hz 25 0.35 580 3 B 2.0/450
YF120-35-6 220~240V/50Hz 35 0.54 770 3 B 3.0/450
YF120-45-6 220~240V/50Hz 45 0.7 830 3 B 4.0/450
YF120-85-6 220~240V/50Hz 85 1.07 710 3 B 5.0/450
YF120-90-4 220~240V/50Hz 90 0.8 1260 3 B 5.0/450

YF120-100-6 220~240V/50Hz 100 1.2 720 3 B 8.0/450
YF120-125-6 220~240V/50Hz 125 1.2 845 3 B 8.0/450
YF120-150-6 220~240V/50Hz 150 1.4 860 3 B 8.0/450

主要技术数据  Product Information

	 用 途  Application
适用于商用分体式和吸顶式空调器室内、外风机及类似
用途 
Suitable for inner and outer fans for commercial split 
type or ceiling air conditioner and similar purpose

注:	 以上是具有代表性的规格，可按用户要求设计。
	 可按用户要求提供100-120V、200-240V、50/60Hz产品。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification.The specification can also be designed and 			 
manufactured according to customers requirement;
	 The products of 100-120V,200-240V,50/60Hz can also be supplied as requested;
	 we will not give special notice on changes, please contact our technical department for further information.

YF120A 系列单相电容运转异步电动机
YF120A SERIES SINGLE PHASE CAPACITOR OPERATING 
ASYNCHRONOUS MOTOR

典型外形尺寸  Dimensions

YF120B 空
调

交
流

电
机

Air conditioner AC m
otor
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	 用 途  Application
适用于空调器室内管道送风机组及类似用途
Suitable for duct fan set of indoor air conditioner and 
similar purpose

型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
额定转速

RPM
转速档
Speed

绝缘等级
Insulation

Class
配置电容

Capacitor
防护等级

Protection 
Leve

YF139-90-4A 208~230V/50Hz 90 0.75 1240 3 B 6/450 IP20
YF139-130-4A 208~230V/50Hz 130 1.32 1240 3 B 8/450 IP20
YF139-180-4A 208~230V/50Hz 180 1.6 1250 3 B 10/450 IP20
YF139-230-4A 208~230V/50Hz 230 1.8 1200 3 B 12/450 IP20
YF139-370-4A 208~230V/50Hz 370 3.1 1250 3 B 15/450 IP20
YF139-560-4A 208~230V/50Hz 560 4.9 1200 3 B、F 18/450 IP20
YF139-750-4A 208~230V/50Hz 750 5.0 1250 3 F 20/450 IP20
YF139-180-6A 208~230V/50Hz 180 1.5 720 3 B 8/450 IP20
YF139-370-6A 208~230V/50Hz 370 3.5 880 3 B 12/450 IP20
YF139-550-6A 208~230V/50Hz 550 4.7 880 3 B、F 18/450 IP20

型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
额定转速

RPM
转速档
Speed

绝缘等级
Insulation

Class
配置电容

Capacitor
防护等级

Protection 
Leve

YF139-150-6 115V/60Hz 1/6HP 3.2 1075 3 B 5/370 IP44
YF139-187-4 115V/60Hz 1/4HP 3.2 1650 3 B 7.5/370 IP44
YF139-250-6 115V/60Hz 1/3HP 5.0 1075 3 B 7.5/370 IP44
YF139-375-4 115V/60Hz 1/2HP 5.4 1650 3 B 10/370 IP44
YF139-550-6 460V/60Hz 3/4HP 2.32 1075 1 B、F 20/450 IP44
YF139-750-6 208~230V/50Hz 1HP 5.4 900 1 B、F 20/450 IP44
YF139-120-8 208~230V/50Hz 1/6HP 1.2 680 1 B 8/450 IP44
YF139-270-8 208~230V/50Hz 1/3HP 2.5 575 1 B 12/450 IP44

YF139-125-10 208~230V/50Hz 1/6HP 1.0 520 1 B 8/450 IP44
YF139-150-10 208~230V/50Hz 1/5HP 1.5 520 1 B 10/450 IP44

注:	 以上是具有代表性的规格，可按用户要求设计。
	 可按用户要求提供100-120V、200-240V、50/60Hz产品。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification.The specification can also be designed and 			 
manufactured according to customers requirement;
	 The products of 100-120V,200-240V,50/60Hz can also be supplied as requested;
	 we will not give special notice on changes, please contact our technical department for further information.

 

	 用 途  Application
适用于冷凝器风机及类似用途
Suitable for condenser fan and similar purpose

注:	 以上是具有代表性的规格，可按用户要求设计。
	 可按用户要求提供100-120V、200-240V、50/60Hz产品。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification.The specification can also be designed and 			 
manufactured according to customers requirement;
	 The products of 100-120V,200-240V,50/60Hz can also be supplied as requested;
	 we will not give special notice on changes, please contact our technical department for further information.

YF139A YF139B系列单相电容运转异步电动机
YF139A SERIES SINGLE PHASE CAPACITOR OPERATING 
ASYNCHRONOUS MOTOR

系列单相电容运转异步电动机
YF139B SERIES SINGLE PHASE CAPACITOR OPERATING 
ASYNCHRONOUS MOTOR

典型外形尺寸  Dimensions典型外形尺寸  Dimensions

主要技术数据  Product Information

电气原理图  Electrical Diagram
电气原理图  Electrical diagram

主要技术数据  Product Information
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	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for an outdoor fan unit of a central air conditioner and similar purpose

型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
额定转速

RPM H/M/L
档位

Speeds
接线方式

Wiring Type
绝缘等级

Insulation
Class

防护等级
Protection Level

YS160-1250-6 380~415V/50Hz 1250 4.0 860 1 Y F IP54
YS160-1500-6 380~415V/50Hz 1500 4.5 930 1 Y F IP54
YS160-580-8 380~415V/50Hz 580 3.1 710 1 Y F IP54

YS160-1000-8 380~415V/50Hz 1000 2.6 710 1 Y F IP54
YS160-1150-8 380~415V/50Hz 1150 4.0 700 1 Y F IP54
YS160-350-10 380~415V/50Hz 350 1.25 545 1 Y F IP54
YS160-560-10 380~415V/50Hz 560 2.2 523 1 Y F IP54
YS160-560-12 460V/60Hz 560 2.8 523 1 Y F IP54
YS160-400-6/8 380~415V/50Hz 400/100 1.3/0.6 900/600 2 2-Y F IP54

YS160-600-8/12 380~415V/50Hz 600/65 2.3/0.7 700/360 2 2-Y F IP54
YS160-750-8 380~415V/50Hz 200/750 1.4/2.5 450/650 2 Y/△ F IP54

YS160-900-6/10 380~415V/50Hz 900/200 3.0/1.1 785/490 2 2-Y F IP54
YS160-1500-6/8 380~415V/50Hz 1500/1100 4.2/1.8 900/700 2 2Y/△ F IP54

B系列

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

型号
Part No.

工作电源
Electrical Rating

(V/Hz)

功率
Power

(W)

额定电流
AMPS

(A)
额定转速

RPM
接线方式

Wiring Type
绝缘等级

Insulation
Class

防护等级
Protection Level

YS143-250-6 380~415V/50Hz 250 0.9 925 Y B IPX4
YS143-370-6 380~415V/50Hz 370 1.3 925 Y B IPX4
YS143-550-6 380~415V/50Hz 550 1.4 925 Y B IPX4
YS143-750-6 380~415V/50Hz 750 2.5 925 Y B IPX4
YS143-120-8 380~415V/50Hz 120 1.0 720 Y B IPX4
YS143-370-8 380~415V/50Hz 370 1.5 710 Y B IPX4
YS143-550-8 380~415V/50Hz 550 2.0 710 Y F IPX4
YS143-750-8 380~415V/50Hz 750 2.5 710 Y F IPX4

	 用 途  Application
适用于中央空调器室外机风机及类似用途
Suitable for an outdoor fan unit of a central air conditioner and similar purpose

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

 

YS143 YS160A/B系列三相异步电动机
YS143 SERIES THREE PHASE  ASYNCHRONOUS MOTOR

系列三相异步电动机
YS160A/B SERIES THREE PHASE 
ASYNCHRONOUS MOTOR

典型外形尺寸  Dimensions

主要技术数据  Product Information

主要技术数据  Product Information

典型外形尺寸  Dimensions

A系列
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	 用 途  Application
MWS13-4E-D是我司第二代EC永磁无刷直流电动机，主要用于冷柜轴流风机以
及类似用途。
MWS 13-4E-D is our second generation EC motor, mainly used for axial flow 
fans of refrigerators and similar applications.

MWS 系列永磁无刷直流电动机
MWS13-4E-D EC MOTOR

主要技术数据  Product Information

典型外形尺寸  Dimensions

MWS系列直流无刷电动机
MWS SERIES EC MOTOR

用于冷柜风机及类似用途
For freezer fan and similar purposes

	 用 途  Application

型号
Part No.

电压
Voltage

V
频率Frequency

Hz
电流Current

A
输入

Input
W

输出
Output

W

转速
Speed
r/min

MWS7-4E-D 220-240 50/60 0.12 14 7 1300
MWS7-4E-S 115 50/60 0.13 11 7 1550

MWS10-4E-D 220-240 50/60 0.14 17 10 1300
MWS10-4E-S 115 50/60 0.21 16 10 1550
MWS16-4E-D 220-240 50/60 0.25 30 16 1300
MWS16-4E-S 115 50/60 0.40 25 16 1550
MWS20-4E-D 220-240 50/60 0.25 30 20 1500
MWS25-4E-D 220-240 50/60 0.30 36 25 2300

25.9 ±0.5

29.5 ±2

41.5 ±2

77.2 ±2

Ø71.4 ±0.5

67
±0

.5

67 ±0.5

11 ±1

4-
M4

Ø82.5 ±0.5

51
.5

±0
.5

95
.3

±1

97.3 ±2

K

K向

Ø2
5.

4
±0

.1

4.4

4-
Ø3

.3
±0

.1

6

50
0±

25

10
0

±5

•  Amb. Temperature 环境温度：-30～+50℃
•  Protection Level 防护等级：IP54
•  Insulation class 绝缘等级：B
•  Direction of rotation 转向：CCW
•  Winding protection 绕组保护：Electronic protection and thermal protection 电子保护及过热保护
•  Bearing/Mounting 轴承/安装：Ball/Any 滚珠轴承/任意

典型外形尺寸  Dimensions

主要技术数据  Product Information

	 结构特点  Description
电机采用内置式无刷驱动；结构紧凑；高
效节能；全塑尼龙外壳；安全可靠；集成
多种安装方式；应用灵活；
Motor adopts built-in brushless drive; 
Compact structure; High efficiency and 
energy saving; Plastic nylon shell; Safe and 
reliable; Integrated multiple installation 
methods; Flexible application;

电源：单相交流电源；100-240Vac；50/60Hz；
工作温度： -30℃ - +50℃
环境温度：-40℃~+85℃
相对湿度：不大于95%RH
工作定额：S1（轴流风机负载）
旋转方向：CW/CCW
绝缘等级：E
防护等级：IP67

Power supply: Single phase AC power supply; 100-240 vac. 50/60 Hz;
Working temperature:  -30℃ - +50℃；
Ambient temperature: -40℃~+85℃
Relative humidity: not more than 95%RH
Working quota: S1 (load of axial fan)
Rotation direction :CW/CCW
Insulation grade: E
level of protection: IP67

冷
链

电
机

&风
机

Cold Chain M
otor & Fan 
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用于冷柜风机及类似用途
For freezer fan and similar purposes

	 用 途  Application

典型外形尺寸  Dimensions

型号
Part No.

电压
Voltage

V

频率
Frequency

Hz

电流
Current

A

输出
Output

W

输入
Input

W

转速
Speed
r/min

L
mm

YZF5-A 115 50/60 0.40 5 30 1300/1550 81.5YZF5-B 220-240 50/60 0.20
YZF7-A 115 50/60 0.46 7 31 1300/1550 87.5YZF7-B 220-240 50/60 0.23

YZF10-A 115 50/60 0.50 10 36 1300/1550 87.5YZF10-B 220-240 50/60 0.25
YZF16-A 115 50/60 0.90 16 60 1300/1550 93.5YZF16-B 220-240 50/60 0.45
YZF18-A 115 50/60 1.0 18 70 1300/1550 98.5YZF18-B 220-240 50/60 0.50
YZF25-A 115 50/60 1.4 25 90 1300/1550 108.5YZF25-B 220-240 50/60 0.70

15
±2

10
0
±1

0

49
5
±2

5

17 ±2

2.5

Ø2
5.
4

4-
Ø3

.4

48
+2 0

11
.5

83×83

182-M4

4-M4

Ø7
1.4

3-M4 depth 6max
3-M4 深 6max

46 ±2

67
×6

7

L ±3

•  Amb. Temperature 环境温度：-30～+50℃
•  Protection Level 防护等级：IP20/IP42
•  Insulation class 绝缘等级：B
•  Direction of rotation 转向：CCW
•  Winding protection 绕组保护：Impedance protection or thermal protection 阻抗或热保护
•  Bearing/Mounting 轴承/安装：Sleeve/Horizontal，Ball/Any 含油轴承/水平安装，滚珠轴承/任意

主要技术数据  Product Information

MOTORS 罩极电机
SHADED-POLE MOTORS

用于冷柜风机及类似用途
For freezer fan and similar purposes

Axial 
Impeller

TYPE

19° 22° 25° 28° 31° 34°

B C B C B C B C B C B C

F154 154 23 12 26 13 29 15 32 17 36 18 39 21
F172 172 25 13 28 14 31 16 34 17 38 18 41 21
F200 198 27 14 30 15 33 17 36 19 40 21 43 24
F230 230 30 15 33 16 36 19 39 21 42 20 45 23
F254 254 32 15 35 16 38 18 41 21 44 22 47 23
F300 298 31 16 35 17 41 21 44 22 48 25 52 27

a
B

A C

EC

Axial

风机
EC FANS

轴流风叶
Axial Impeller

	 用 途  Application

主要特性曲线 Main Characteristic Curves 

无
刷

电
机

系
列

 Brushless m
otor
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机
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YZF7-A/B+Impeller154: 

YZF10-A/B+Impeller154: 

  YZF7-A/B+Impeller154: 

  YZF10-A/B+Impeller154: 

用于冷柜风机及类似用途
For freezer fan and similar purposes

主要特性曲线 Main Characteristic Curves 

型号
Part No. A B C D E

154 200 162

49 25

190
172 223 180 208
200 246 208 236
230 278 238 266
254 300 262 290
300 378 308 365

FANS

MOUNT

罩极风机
SHADED-POLE FANS

风框
Ring Mount

	 用 途  Application

新
能

源
用

直
流

无
刷

风
机

BLDC Fan For New Energy

BLDC Fan新能源用直流无刷风机
BLDC FAN FOR NEW ENERGY

	 性能范围 Performance
标称电压Standard voltage： DC24V ： DC24V 
功    率Power input： 320W 
调    速Speed control： PWM调速
工作温度范围Working temperature range：-40 ~ +120 ℃
储存温度范围Storage temperature range：-40 ~ +125 ℃

	 接线简图Wiring diagram

	 可以根据客户要求进行定制

	 风量曲线图 Air volume curve

	 风机外形Fan outline drawing

多种驱动失效、故障反馈及保护措施
Multiple drive failures, fault feedback and protection measures
过电压/欠电压的保护措施
Overvoltage/undervoltage protection measures
驱动内部故障Drive internal failure 
堵转保护Stall Protection
信号错误Signal error 
电机断线（开路）Motor disconnection (open circuit)
风扇自转下的启动Headwind and tailwind start protection 
过流保护 Over current protection
熔断保护Fuse protection 
过温保护Over temperature protection
反接保护Reverse polarity protection

PWM/E
DC+
DC-
F0

E M
Can be customized according to customer 
requirements
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	 ● 电机采用无霍尔方案，电源和驱动装入电机尾部，
客户提供交流电压和 0-10V 直流调速电压，即可控制电
机启停，可以选择模拟信号调速或 PWM 信号调速，同
时也可以定制通信串口调速，实现集中控制。

	 ● 外转子电机是一种新形产品，较内转子电机效率
高，出力大，噪音低，安装结构紧凑，适合超薄风机及
特殊环境领域的新型电机。

	 ● The motor adopts Hall-less Scheme. The power supply 
and drive are mounted at the end of motor, it can start or stop 
the motor when customer supply AC voltage and 0-10VDC 
speed regulating voltage. Analogue signal speed regulating 
and PWM signal speed regulating are available for choice. 
Meanwhile the speed -regulating of the communication serial 
port can be customized to realize centralized control.

	 ● The outer rotor motor is a new-type product. Compared 
with the inner rotor motor it has advantages of high efficiency, 
large output power, low noise and compact installing 
structure. It is suitable for the super-thin fan and the special 
environmental field.

	 External Rotor Brushless DC motor for Fresh air 
system.

	 新风系统用外转子无刷电机

主要技术数据  Product Information

●	 Temperature Range 使用环境温度：-25 to 60℃
●	 Storage Temperature Range 贮存温度：-30 to 70℃
●	 Type of protection 防护等级：IP20 -IP44
●	 Power range: 30W~100W
●	 Insulation class 绝缘等级：B
●	 Direction of rotation 转向：
	 According to customer requirements 根据客户要求

型号
Part No.

电压 (V)
Voltage

频率 (Hz)
Frequency

电流 (A)
Current

输入 (W)
Input

输出 (W)
Output

转速 (r/min)
Speed

效率 (%)
Efficiency

IP 等级防护
IP level 备注

MWS30-8E-D 190-240VAC

50/60

0.42/0.33 40 30 2000 75 44/20

MWS50-8E-D 190-240VAC 0.7/0.56 67 50 2500 75 44/20

MWS70-8E-D 190-240VAC 0.98/0.77 93 70 2800 75 44/20

MWS90-8E-D 190-240VAC 1.26/1 120 90 3000 75 44/20

MWS100-8E-D 190-240VAC 14./1.1 135 100 3100 75 44/20

Description 结构 

●	 Bearing/Mounting 轴承 / 安装：
	 Ball 滚珠轴承 /Horizontal 水平安装 & Vertical 垂直安装
●	 Phase Current Protection 相电流保护
●	 Short Circuit Protection 短路保护
●	 Over temperature Protection 过热保护
●	 Sensor-less Technology 无位置传感
●	 Sin wave 180° Drive 正弦波 180°驱动

典型外形尺寸 Dimensions

Application 用途：

Blue 蓝 Red 红
Blue 蓝

Brown 棕
Yellow/Green 黄 / 绿

Yellow 黄
White 白

3 芯电缆线 0.5mm2

4 芯电缆线 0.3mm2

铭牌 合格证
4-M4 均布4-M4 均布

4-M4 均布

DC Motor 新风系统用外转子无刷电机
EXTERNAL ROTOR BRUSHLESS DC MOTOR

新
风

系
统

用
外

转
子

直
流

无
刷

电
机

Fresh air system
 external rotor BLDC m

otor & fan

	 ● 电机采用无霍尔方案，电源和驱动装入电机尾部，
客户提供交流电压和 0-10V 直流调速电压，即可控制电
机启停，可以选择模拟信号调速或 PWM 信号调速，同
时也可以定制通信串口调速，实现集中控制。

	 ● 外转子电机是一种新形产品，较内转子电机效率
高，出力大，噪音低，安装结构紧凑，适合超薄风机及
特殊环境领域的新型电机。

	 ● The motor adopts Hall-less Scheme. The power supply 
and drive are mounted at the end of motor, it can start or stop 
the motor when customer supply AC voltage and 0-10VDC 
speed regulating voltage. Analogue signal speed regulating 
and PWM signal speed regulating are available for choice. 
Meanwhile the speed -regulating of the communication serial 
port can be customized to realize centralized control.
	 ● The outer rotor motor is a new-type product. Compared 
with the inner rotor motor it has advantages of high efficiency, 
large output power, low noise and compact installing 
structure. It is suitable for the super-thin fan and the special 
environmental field.

	 External Rotor Brushless DC motor for Fresh air 
system.

	 新风系统用外转子无刷电机

●	 Temperature Range 使用环境温度：-25 to 60℃
●	 Storage Temperature Range 贮存温度：-30 to 70℃
●	 Type of protection 防护等级：IP20 -IP44
●	 Power range: 100W~180W
●	 Insulation class 绝缘等级：B
●	 Direction of rotation 转向：
	 According to customer requirements 根据客户要求

型号
Part No.

电压 (V)
Voltage

频率 (Hz)
Frequency

电流 (A)
Current

输入 (W)
Input

输出 (W)
Output

转速 (r/min)
Speed

效率 (%)
Efficiency

IP 等级防护
IP level 备注

MWS100-8E-D 190-240VAC

50/60

0.7/0.55 130 100 1800 77 44/20

MWS120-8E-D 190-240VAC 0.83/0.66 156 120 2200 77 44/20

MWS140-8E-D 190-240VAC 0.98/0.77 182 140 2500 77 44/20

MWS160-8E-D 190-240VAC 1.1/0.88 207 160 2660 77 44/20

MWS180-8E-D 190-240VAC 1.25/1.0 233 180 2850 77 44/20

结构 

●	 Bearing/Mounting 轴承 / 安装：
	 Ball 滚珠轴承 /Horizontal 水平安装 & Vertical 垂直安装
●	 Phase Current Protection 相电流保护
●	 Short Circuit Protection 短路保护
●	 Over temperature Protection 过热保护
●	 Sensor-less Technology 无位置传感
●	 Sin wave 180° Drive 正弦波 180°驱动

Application 用途：

Blue 蓝 Red 红
Blue 蓝Brown 棕

Yellow/Green 黄 / 绿
Yellow 黄
White 白

3 芯电缆线 0.5mm2

4 芯电缆线 0.3mm2

铭牌 合格证

DC Motor 新风系统用外转子无刷电机
EXTERNAL ROTOR BRUSHLESS DC MOTOR

主要技术数据  Product Information

Description 

典型外形尺寸 Dimensions
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	 ● 电机采用无霍尔方案，电源和驱动装入电
机尾部，前倾或后倾叶轮铆压入转子，整机通过
精密平衡测试，确保手感震动最小，客户只需提
供交流电压和 0-10V 直流调速电压，即可控制电
机启停，可以选择模拟信号调速或 PWM 信号调
速，同时也可以定制通信串口调速，实现集中控制。

	 ● 外转子风机转速高，抗大静压出风力强，
安装结构紧凑，适合超薄风机及特殊环境领域，
广泛应用在 FFU 新风系统。

	 External rotor Fan 	 外转子风机

●	 Temperature Range 使用环境温度：-25 to 60℃
●	 Storage Temperature Range 贮存温度：-30 to 70℃
●	 Type of protection 防护等级：IP20 -IP44
●	 Air volume: 800~1400m3/h
●	 Insulation class 绝缘等级：B
●	 Direction of rotation 转向：According to customer requirements 根据客户要求
●	 Bearing/Mounting 轴承 / 安装：Ball 滚珠轴承 /Horizontal 水平安装 & Vertical 垂直安装
●	 Phase Current Protection 相电流保护
●	 Short Circuit Protection 短路保护
●	 Over temperature Protection 过热保护
●	 Sensor-less Technology 无位置传感
●	 Sin wave 180° drive 正弦波 180°驱动

型号
Part No.

曲线
Curve

额定电压
Rated 

voltage
频率

Frequency
风量

Air flow
额定转速

Speed
额定电流
Current

输入功率
Power 
Input

噪音
Noise Level

使用环境
温度

Ambient temp
重量

Weight

电机型号
Motor Part No.

风机型号
Fan Part No. VAC Hz m3/h r/min A W ℃ kg

MWS90-8E-D FYH225/063-
90W-1 ↓ 230 50/60 1340 3020 1.1 135 -25℃～ +60℃ 2.5Kg

Application 用途：

	 ●The motor adopts Hall-less Scheme. The power supply and drive 
are mounted at the end of motor. Forward or backward impeller is 
riveted inside the rotor, and the whole unit passes the precise balance 
test to ensure the smallest vibration feeling by hand. The drive can 
start or stop the motor when customer supply AC voltage and 0-10VDC 
speed regulating voltage. Analogue signal speed regulating and PWM 
signal speed regulating are available for choice. Meanwhile the speed 
-regulating of the communication serial port can be customized to 
realize centralized control.
	 ● The External rotor fan has advantages of high speed, strong wind 
blow under high static pressure. It is suitable for super-thin fan and 
special environmental field, and is widely used in FFU fresh air system.

结构 

Blue 蓝
Red 红
Blue 蓝Brown 棕

Yellow/Green 黄 / 绿 Yellow 黄
White 白

3 芯电缆线 0.5mm2

4 芯电缆线 0.3mm2

4-M4 均布
4-M4 均布
4-M4 均布

94±1

106±1

φ90±0.2

φ2
27

±
1

55
0±

20

φ227±1Rot

φ1
15

φ1
33

φ1
53

±
1

φ9
2

φ125±0.2

φ58±0.2

88±1
63

31

风叶材料：镀锌钢板

Fan 外转子风机
EXTERNAL ROTOR FAN

主要技术数据  Product Information

Description 

典型外形尺寸 Dimensions
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机

Fresh air system
 external rotor BLDC m

otor & fan

	 ● 电机采用无霍尔方案，电源和驱动装入电
机尾部，前倾或后倾叶轮铆压入转子，整机通过
精密平衡测试，确保手感震动最小，客户只需提
供交流电压和 0-10V 直流调速电压，即可控制电
机启停，可以选择模拟信号调速或 PWM 信号调
速，同时也可以定制通信串口调速，实现集中控制。

	 ● 外转子风机转速高，抗大静压出风力强，
安装结构紧凑，适合超薄风机及特殊环境领域，
广泛应用在 FFU 新风系统。

	 External rotor Fan 	 外转子风机

主要技术数据 Product Information 

●	 Temperature Range 使用环境温度：-25 to 60℃
●	 Storage Temperature Range 贮存温度：-30 to 70℃
●	 Type of protection 防护等级：IP20 -IP44
●	 Air volume: 1500~2200m3/h
●	 Insulation class 绝缘等级：B
●	 Direction of rotation 转向：According to customer requirements 根据客户要求
●	 Bearing/Mounting 轴承 / 安装：Ball 滚珠轴承 /Horizontal 水平安装 & Vertical 垂直安装
●	 Phase Current Protection 相电流保护
●	 Short Circuit Protection 短路保护
●	 Over temperature Protection 过热保护
●	 Sensor-less Technology 无位置传感
●	 Sin wave 180° drive 正弦波 180°驱动

型号
Part No.

曲线
Curve

额定电压
Rated 

voltage
频率

Frequency
风量

Air flow
额定转速

Speed
额定电流
Current

输入功率
Power 
Input

噪音
Noise Level

使用环境
温度

Ambient 
temp

重量
Weight

电机型号
Part No.

风机型号
Part No. VAC Hz m3/h r/min A W dB(A) ℃ kg

MWS160-8E-D FYH280/040-
160W-2 ↓ 230 50/60 2030 2660 1.1 160 62 -25℃～ +60℃ 4.2Kg

Application 用途：

典型外形尺寸 Dimensions

	 ●The motor adopts Hall-less Scheme. The power supply and 
drive are mounted at the end of motor. Forward or backward 
impeller is riveted inside the rotor, and the whole unit passes the 
precise balance test to ensure the smallest vibration feeling by 
hand. The drive can start or stop the motor when customer supply 
AC voltage and 0-10VDC speed regulating voltage. Analogue signal 
speed regulating and PWM signal speed regulating are available for 
choice. Meanwhile the speed -regulating of the communication serial 
port can be customized to realize centralized control.
	 ● The External rotor fan has advantages of high speed, strong 
wind blow under high static pressure. It is suitable for super-thin fan 
and special environmental field, and is widely used in FFU fresh air 
system.

Description 结构 

Blue 蓝 Red 红
Blue 蓝Brown 棕

Yellow/Green 黄 / 绿
Yellow 黄
White 白

3 芯电缆线 0.5mm2
4 芯电缆线 0.3mm2

96±1

4-M6
14 15

13.7

71±1
40

64.7

φ2
80

±
1

φ1
90

±
1

φ1
02

φ1
50

φ1
78

55
0±

20

Rot

149±1
42.5

风叶材料：镀锌钢板

Fan 外转子风机
EXTERNAL ROTOR FAN
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所有型号的风机均可
做成双风口形式

HVAC 暖通空调用轴流风机
HVAC AXIAL FAN

Air-conditioning units:Air-cooled heat pumps,chillers 
condensing unit,constant temperature and humidity 
units,dehumidifiers,computer room air conditioners;
Refrigeration equipments:Cold storage 
coolers,condensing units;
Electrical equiments:Dry-type transformers,electrical 
control cabinet;
Ventilation project:Duct ventilation,pump drainage;
Industrial cooling equipments and closed cooling 
tower,etc.

Air Volume: 100 m3 / h ~ 30000 m3 / h;
Motor Poles: 4,6,8,10,12;
Protection level: IP44, IP54;
Speed: single speed ,double speed or more;
Insulation:class B or F
Design for : Continous (S1)；

Environmental Temperature:-30 ℃ ~ + 60 ℃;
Relative Humidity: 95% ;
Height: more than 1000 m;
Power Supply: 220-240V  50Hz/60Hz (Single Phase)；
380V  50Hz/60Hz(Three Phase);
Vibration: 10 ~ 55 Hz;
Double Amplitude: 1.5 mm.

风机型号说明 Model Code

	 设计编号 Design Number
	 出风方向 Wind direction
	 J: 进风 In   P: 出风 Out
	 电机形式 Motor Type
D: 单相 Single-phase  S: 三相 Three-phase  Z:直流  DC
	 叶片数量  Qty of blades
数字代表叶片数量 The figures represent the blade number.
	 叶轮高度 Height 
	 叶轮名义直径 Diameter
	 风机系列代号 Series code

XXX XXX-XXX XX X-X-XX

	 产品简介  Introduction
曼淇威主导系列轴流风机主要用于暖通空调室外机组，风扇直径
从450mm~1000mm，有金属和塑料两种风扇材质，根据客户要
求可以配套提供各种规格的高效率、低噪声轴流通风机。
Match-well axial fan is mainly applicable for HVAC outdoor 
units,ranging from 450mm to 1000mm,metal or plastic 
fan structure and can be supported with variety of high 
efficiency,low noise axial ventilating fan.

	 产品组成 Composition
轴流风扇、电机、电机支架、防护网罩、钣金导风罩。
Axial fan, motor, motor bracket, protective guard, sheet metal 
wind scooper.

	 风机型号说明举例 Example of Model
ZFA800-120Y7D-C-02
风机系列：ZFA
叶轮名义直径：800mm
叶轮叶片处高度：120mm
风叶叶片数量：7
电源：单相
出风方向：出风
设计编号：02

	 应用场合  Applications
空调设备：风冷热泵、冷水、压缩冷凝机组，
恒温恒湿机组、除湿机、机房空调等；
制冷设备：冷库冷风机、冷凝机组等；
电器设备：干式变压器、电力控制柜等；
通风工程：管道通风、抽排风等；
工业冷却设备、闭式冷却塔等。

	 性能范围 Performance
风量：100m3/h～30000m3/h；
配套电机极数：4，6，8，10，12；
防护等级：IP44，IP54；
调速：单速和双速和多速；
电机绝缘等级：B、F级；
工作制：长期运行（S1）。

	 风机选型环境条件 Fan Selection Environment Conditions
环境温度：-30℃～+60℃；
相对湿度：≤95%；
海拔高度：≤1000m；
电源：220V-240  50Hz/60Hz （ 单相 ）；  
380V  50Hz/60Hz （三相）；
振 动：10～55Hz ；
双 振 幅：1.5mm。

Series : ZFA
Diameter :800
Impeller height:120
Qty of blades:7
Power: Single phase
Direction of air flow: P
Design No:2

HVAC 交
流

&直
流

风
机

HVAC AC & DC Axial Fans

ZF1000 系列轴流风机
ZFA1000 SERIES AXIAL FAN 

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

	 结构特点  Description

典型外形尺寸  Dimensions 性能曲线 Peformance Curve

主要技术数据  Product Information

•防锈铝合金风叶、塑料风叶两大类
•镀锌板、冷轧板拉伸导流板
•电机机壳和端盖采用铝合金材料，可靠性高，散热性好
•导流板进风口流线型设计，增效降噪。

• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum or steel casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

风机型号
风机性能 备注

（噪音为加静压状态下的风
机单体噪音）额定静压 风量 输入功率 转速

ZFA1000-195Y5S-B 0Pa 30500 1.58kW 730 ≤68

ZFA1000-145Y5S-B 0Pa 31500 1.48kW 730 ≤68

ZFA1000-155Y5S-B 0Pa 33100 1.75kW 730 ≤69

ZFA1000-165Y5S-B 0Pa 34100 1.92kW 726 ≤70

ZFA1000-125Y5S-B 0Pa 28200 1.20kW 725 ≤66

ZFA1000-115Y5S-B 0Pa 26500 1.10kW 725 ≤65
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项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  

1 941 2032 3.8 75

2 949 2467 5.38 77

•  防锈铝合金风叶、塑料风叶两大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和
电机外壳也可以进行阳极氧化处理。
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor   
   powder or anodized;

•	防锈铝合金风叶、塑料风叶两大类；
•	镀锌板、冷轧板拉伸导流板；
•	电机机壳和端盖采用铝合金材料，可靠性高，散热性好；
•	导流板进风口流线型设计，增效降噪。

• Antirust aluminum alloy blade or plastic fan blade ;
•Galvanized sheet and cold rolled sheet stretch guide plate
• Aluminum casing motor shell and end cap，high 
reliability, good heat dissipation;
• Streamlined design of air inlet with deflector for efficiency 
enhancement and noise reduction.

性能参数 Performance Data

450±10

200±5140

870

旋
转
方
向

1070±2

10
70

±
2

10
10

910

1010

8-φ15

客气流通方向

序号 类型TYPE
风叶直径

Blade Dia.
mm

电压
Voltage

V
频率Frequency

Hz
转速

Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H

噪音
Noise level

dB(A)
1 ZFA850-5S-C-01 850 380～ 50 940 1.9 3.9 24500 74
2 ZFA850-5S-C-02 850 380～ 50 950 2.3 5.7 27000 76
3 ZFA850-4S-C-01 850 380～ 50 945 1.9 4.2 23000 73
4 ZFA850-4S-C-02 850 380～ 50 953 2.3 5.5 25000 75

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

ZF850ZF900 系列轴流风机
 ZF850 SERIES AXIAL FAN 

系列轴流风机
 ZF900 SERIES AXIAL FAN 

	 结构特点  Description	 结构特点  Description

典型外形尺寸  Dimensions

典型外形尺寸  Dimensions

主要技术数据  Product Information

主要技术数据  Product Information

HVAC 交
流

&直
流

风
机

HVAC AC & DC Axial Fans

风机型号
风机性能 备注

（噪音为加静压状态下的风
机单体噪音）额定静压 风量 输入功率 转速

ZFA900-170Y5S-C

0Pa 27000 1.5kW 720

≤6550Pa 24000 1.65kW 715

80Pa 23000 1.73kW 713

ZFA900-150Y5S-C

0Pa 25300 1.3kW 724

≤6450Pa 22500 1.45kW 720

80Pa 21000 1.51kW 717

性能曲线 Peformance Curve
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项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  

1 941 2032 3.8 75

2 949 2467 5.38 77

性能参数 Performance Data

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

序号 类型TYPE
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H

噪音
Noise level

dB(A)
1 ZFA850-5S-B-01 850 380～ 50 940 1.8 3.8 24500 73
2 ZFA850-5S-B-02 850 380～ 50 950 2.2 5.6 27000 75
3 ZFA850-4S-B-01 850 380～ 50 945 1.8 4.1 23000 72
4 ZFA850-4S-B-02 850 380～ 50 953 2.2 5.4 25000 74

ZF850系列薄型轴流风机
 ZF850 SERIES THIN AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

∅8
70

165±5

320±10

∅8
50

旋
转
方
向

20

10
35

10
10

±
1

1035±2

1010±1

客气流通方向

•  结构紧凑，稳定性好；
•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。
• Compact structure, good stability;
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  

1 921 1532 2.83 73

2 926 1464 2.74 72

3 730 750 2.5 66

4 740 660 2.4 65

•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和
电机外壳也可以进行阳极氧化处理。
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor   
   powder or anodized;

性能参数 Performance Data

序号 类型TYPE
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H

噪音
Noise level

dB(A)
1 ZFA800-4S-C-01 800 380~ 50 930 1.3 2.8 20500 73
2 ZFA800-4S-C-02 800 380~ 50 740 0.85 2.6 17000 66
3 ZFA800-4S-C-03 800 380~ 50 920 1.4 3.1 22000 72
4 ZFA800-4S-C-04 800 380~ 50 730 0.95 2.8 18000 66.5

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能曲线 Peformance Curve

ZF800系列轴流风机
 ZF800 SERIES AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

HVAC 交
流

&直
流

风
机

HVAC AC & DC Axial Fans
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项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  

1 921 1532 2.83 73

2 926 1464 2.74 72

3 730 750 2.5 66

4 740 660 2.4 65

性能参数 Performance Data

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能曲线 Peformance Curve

序号 类型TYPE
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A
风量Volume

M3/H
噪音

Noise level
dB(A)

1 ZFA800-4S-B-01 800 380~ 50 930 1.2 2.7 20500 72
2 ZFA800-4S-B-02 800 380~ 50 740 0.75 2.5 17000 65
3 ZFA800-4S-B-03 800 380~ 50 920 1.3 3 22000 71
4 ZFA800-4S-B-04 800 380~ 50 730 0.85 2.7 18000 66

ZF800系列薄型轴流风机
 ZF800 SERIES THIN AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

∅8
20

165±5

320±10

∅8
00

旋
转
方
向

20

95
0±

2

91
0±

1

950±2

910±1

客气流通方向

•  结构紧凑，稳定性好；
•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。
• Compact structure, good stability;
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  

1 920 935 1.8 71

2 930 1100 2.1 74

3 715 600 1.4 63

4 720 790 1.6 65

•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和
电机外壳也可以进行阳极氧化处理。
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor   
   powder or anodized;

性能参数 Performance Data

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A
风量Volume

M3/H
噪音

Noise level
dB(A)

1 ZFA750-3S-C-01 750 380～ 50 920 0.81 2.1 15000 72
2 ZFA750-3S-C-02 750 380～ 50 925 0.95 2.3 16800 74
3 ZFA750-3S-C-03 750 380～ 50 720 0.81 1.65 12500 66
4 ZFA750-3S-C-04 750 380～ 50 715 0.61 1.45 11000 64

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

ZF750系列轴流风机
 ZF750 SERIES AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information
390±10

170±5135

20

旋
转
方
向

900±2
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2
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0

客气流通方向
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项目

序号No.

转速
Speed

功率
Input
Power

电流
Current

噪音
Noise

RPM W A dB(A)  

1 920 935 1.8 71

2 930 1100 2.1 74

3 715 600 1.4 63

4 720 790 1.6 65

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A
风量Volume

M3/H
噪音

Noise level
dB(A)

1 ZFA750-3S-B-01 750 380～ 50 920 0.75 2 15000 71
2 ZFA750-3S-B-02 750 380～ 50 925 0.9 2.2 16800 73
3 ZFA750-3S-B-03 750 380～ 50 720 0.75 1.6 12500 65
4 ZFA750-3S-B-04 750 380～ 50 715 0.55 1.4 11000 63

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能参数 Performance Data

ZF750系列薄型轴流风机
 ZF750 SERIES THIN AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

∅7
70

900±2

860±1

90
0±

2

86
0±

1

145±5

312±10

∅7
50

客气流通方向

•  结构紧凑，稳定性好；
•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。
• Compact structure, good stability;
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

项目

序号No.

转速
Speed

功率
Input
Power

电流
Current

噪音
Noise

RPM W A dB(A)  

1 920 1480 3.9 71

2 930 1340 3.8 70

3 730 750 2.7 66

4 740 660 2.6 65

•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。

• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

序号 类型TYPE
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A
风量Volume

M3/H
噪音

Noise level
dB(A)

1 ZFA700-4S-C-01 700 380~ 50 930 0.6 2.12 15000 66
2 ZFA700-4S-C-02 700 380~ 50 730 0.4 1.92 11800 62
3 ZFA700-3S-C-01 700 380~ 50 930 0.65 2.5 13500 64
4 ZFA700-3S-C-02 700 380~ 50 730 0.35 1.75 9000 59.2

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能参数 Performance Data 性能曲线 Peformance Curve

ZF700系列轴流风机
 ZF700 SERIES AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

HVAC 交
流

&直
流

风
机

HVAC AC & DC Axial Fans
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∅7
20

850±2

810±1

85
0±

2

81
0±

1

145±5

312±10

∅7
00

客气流通方向

项目

序号No.

转速
Speed

功率
Input
Power

电流
Current

噪音
Noise

RPM W A dB(A)  

1 920 1480 3.9 71

2 930 1340 3.8 70

3 730 750 2.7 66

4 740 660 2.6 65

•  结构紧凑，稳定性好；
•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖均采用铝合金材料；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。
• Compact structure, good stability;
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

序号 类型TYPE
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A
风量Volume

M3/H
噪音

Noise level
dB(A)

1 ZFA700-4S-B-01 700 380~ 50 930 0.55 2.05 15000 65
2 ZFA700-4S-B-02 700 380~ 50 730 0.37 1.9 11800 61
3 ZFA700-3S-B-01 700 380~ 50 930 0.45 2.0 13500 63
4 ZFA700-3S-B-02 700 380~ 50 730 0.3 1.7 10000 59

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能参数 Performance Data 性能曲线 Peformance Curve

ZF700系列薄型轴流风机
 ZF700 SERIES THIN AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  
1 930 836 1.92 67

2 942 755 1.83 66

•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖有铝合金和钢板2种结构；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电机外壳
也可以进行阳极氧化处理。
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum or steel casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

空气流动方向
AIR FLOW

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A
风量Volume

M3/H
噪音

Noise level
dB(A)

1 ZFA650-6S-01 650 380~ 50 932 0.55 1.82 12450 67

2 ZFA650-6S-02 650 380~ 50 717 0.25 1.3 9750 61

3 ZFA650-4S-01 650 380~ 50 942 0.55 1.83 12200 67

4 ZFA650-4S-02 650 380~ 50 721 0.25 1.29 9700 62

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能曲线 Peformance Curve

ZF650 系列轴流风机
ZF650 SERIES AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

性能参数 Performance Data

HVAC 交
流
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机
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项目

序号No.

转速
Speed

功率
Input

Power
电流

Current
噪音

Noise

RPM W A dB(A)  

1 940 319 0.95 59

2 925 364 0.97 58

•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖有铝合金和钢板2种结构；
•  叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum or steel casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

空气流动方向
AIR FLOW

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

电容
Capacitor

μF/V

风量
Volume

M3/H

噪音
Noise level

dB(A)

1 ZFA500-3S-01 500 380~ 50 900 0.1 0.45 / 5100 59

2 ZFA500-3D-01 500 220~ 50 855 0.1 0.84 6 4600 58

3 ZFA500-4S-01 500 380~ 50 930 0.18 0.95 / 5800 60

4 ZFA500-6S-01 500 380~ 50 1450 0.37 1.39 / 8100 63

5 ZFA500-6S-02 500 380~ 50 937 0.18 0.95 / 5650 60

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能曲线 Peformance Curve

ZF500 系列轴流风机
 ZF500 SERIES AXIAL FAN 

	 结构特点  Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

性能参数 Performance Data

项目

序号No.

转速
Speed

功率
Input
Power

电流
Current

噪音
Noise

RPM W A dB(A)  

1 1411 478 1.04 55

2 1420 439 0.99 54

•  防锈铝合金风叶、塑料风叶2大类；
•  冷轧板拉伸导流板；
•  电机外壳和端盖有铝合金和钢板2种结构；
• 叶轮、导风板、网罩、电机喷纯聚脂户外粉。叶轮和电
机外壳也可以进行阳极氧化处理。
• Antirust aluminum alloy blade or plastic fan blade ;
• Cold-rolled plate deflector;
• Aluminum or steel casing motor shell and end cap;
• All the parts painted with pure polyester outdoor 
   powder or anodized;

空气流动方向
AIR FLOW

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

频率
Frequency

Hz

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

电容
Capacitor

μF/V

风量
Volume

M3/H

噪音
Noise level

dB(A)
1 ZFA450-3S-01 450 380~ 50 1450 0.18 0.85 / 5300 58
2 ZFA450-3S-02 450 380~ 50 1436 0.18 0.89 / 5800 58
3 ZFA450-3S-03 450 380~ 50 1433 0.25 1.05 / 6300 60
4 ZFA450-4S-01 450 380~ 50 1420 0.18 0.87 / 4800 58
5 ZFA450-4S-02 450 380~ 50 1440 0.18 0.85 / 5700 58
6 ZFA450-4S-03 450 380~ 50 1420 0.25 0.99 / 6300 60

注:	 以上是具有代表性的规格，仅供参考。
	 可按用户要求进行优化设计。
	 如有更改不再另行通知，可与本公司技术部联系。
Notes:	 The above mentioned specification is representative specification,just for reference .
	 The specification can also be designed and manufactured according to customers requirement.
	 we will not give special notice on changes, please contact our technical department for further information.

性能曲线 Peformance Curve

ZF450 系列轴流风机
ZF450 SERIES AXIAL FAN 

	 结构特点  Description

性能参数 Performance Data

典型外形尺寸  Dimensions

主要技术数据  Product Information

HVAC 交
流

&直
流

风
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HVAC AC & DC Axial Fans
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ZF800系列变频调速轴流风机 ZF800 SERIES AXIAL FAN 

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H
1 ZFB800-7Z-01 800 338DC 930 1.2 4.5 21000
2 ZFB800-7Z-02 800 338DC 740 0.75 3 18000
3 ZFA800-7Z-01 800 338DC 920 1.3 4.5 22000
4 ZFA800-7Z-02 800 338DC 730 0.75 3 18000

ZF700系列变频调速轴流风机 ZF700 SERIES AXIAL FAN 

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H
1 ZFA700-7Z-01 700 338DC 920 0.75 3.1 14800
2 ZFA700-6Z-01 700 338DC 930 1.1 4.5 15500
3 ZFA700-6Z-02 700 338DC 730 0.75 3.1 12800
4 ZFA700-4Z-01 700 338DC 930 0.55 2.3 15000
5 ZFA700-4Z-02 700 338DC 730 0.37 1.6 11800

ZF650系列变频调速轴流风机  ZF650 SERIES AXIAL FAN 

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H
1 ZFA650-6Z-01 650 338DC 930 0.55 2.3 12450
2 ZFA650-6Z-02 650 338DC 720 0.25 1 9750
3 ZFA650-4Z-01 650 338DC 930 0.55 2.3 12200
4 ZFA650-4Z-02 650 338DC 720 0.25 1 9700

ZF500系列变频调速轴流风机  ZF500 SERIES AXIAL FAN 

序号 类型Part No.
风叶直径

Blade Dia.
mm

电压
Voltage

V

转速
Speed
RPM

额定功率
 Rated Power

KW

电流
Current

A

风量
Volume

M3/H

1 ZFA500-3Z-01 500 338DC 930 0.1 0.3 5200
2 ZFA500-4Z-01 500 338DC 930 0.18 0.55 5800

•  采用目前通用结构和安装方式；
• 采用无位置传感设计和独特的通信功能设计,与控制器配合使用可实现智
能化控制；
•  整机振动小，噪音低，安装方便；
•  采用脉宽控制技术，无级调速范围特宽；
•  效率高、能耗低、符合国际国内环保要求和节能政策。
• Same mounting dimension as the AC motors;
• Adopt sensorless control and special DSP control system,can realize 
intelligent control with electronics;
• Lower vibration,lower noise and small volume,easy to  install;
• PWM pulse width modulation technique to achieve wide stepless 
speed ;
• High efficiency,lower energy consumption, can meet the international 
and domestic green energy demand.

ZF 系列变频调速轴流风机
ZF SERIES INVERTER AXIAL FAN

	 结构特点  Description 典型外形尺寸 Dimensions

YFW外转子轴流风机
EXTERNAL ROTOR AXIAL FAN

风机规格
P/N

频率（Hz）
Frequency

功率（W）
Power

电流（A）
Current

转速（rpm/min）
Speed

风量(m3/h)
Air Volume

安装尺寸A（mm）
Dimension

YFW68-200 50/60 55 0.24 2456 550 280

YSW68-200 50/60 57 0.12 2322 500 280

YFW68-250 50/60 114 0.5 2579 1020 300

YSW68-250 50/60 92 0.24 2616 800 300

YFW68-300 50/60 168 0.73 2592 1600 360

YSW68-300 50/60 169 0.32 2384 1080 360

YFW74-350 50/60 147 0.67 1353 2000 422

YSW74-350 50/60 164 0.38 1374 1800 422

YFW74-400 50/60 219 1.00 1352 2400 470

YSW74-400 50/60 216 0.46 1362 2400 470

YFW74-450 50/60 249 1.13 1339 3800 522

YSW74-450 50/60 290 0.59 1328 3500 522

YFW102-500 50/60 424 1.92 1323 5000 570

YSW102-500 50/60 449 0.83 1332 4500 570

YFW102-550 50/60 639 2.9 1361 6000 625

YSW102-550 50/60 670 1.27 1377 5700 625

YFW102-600 50/60 783 3.55 1329 7500 675

YSW102-600 50/60 825 1.56 1377 7200 675

YFW102-630 50/60 892 4.04 1349 8500 753

YSW102-630 50/60 937 1.75 1378 7500 753

YSW127-710 50/60 1229 2.33 1388 8500 840

YSW127-800 50/60 1126 2.44 906 11000 920

YSW127-900 50/60 1738 3.62 901 15500 1075

产品具有结构紧凑，效率高，噪音
低，安装方便等优点，外转子轴流
风机广泛应用于制冷设备、䁔通、
净化、机械设备、电力、IT通讯等
行业。
T h e  e xte r n a l  r oto r  a x i a l  fa n 
h a s  co m pa ct  st r u ct u re ,  h i g h 
efficiency, and low noise, with 
e a s y  i n s t a l l a t i o n  a n d  o t h e r 
advantages. It is widely used in 
refrigeration equipment, heating 
and ventilation,  purif ication, 
mechanical equipment, power 
facility and IT communication 
industries.

	 特点及用途

外
转

子
轴

流
风

机
External Rotor Axial Fan
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MATCH-WELL
Motor & Axial Fan曼 淇 威 电 机 、 风 机

国际业务
International Service
地址:	 常州市通江大道555号凤凰大厦商务楼15楼   邮编:213022
Add:	 15/F, Phoenix Hotel, Tongjiang Rd.555, Changzhou City, 
	 Jiangsu Pr. China  213022
电话(Tel): 0086-519-85155518
传真(Fax): 0086-519-85155508
E-mail: trading@match-well.com	
http://www.match-well.com

工厂地址
Factory
地址:	 常州市天宁区福阳路67号   邮编：21300
Add:	 Fuyang Rd. 67,Tianning District, Changzhou city, 
	 Jiangsu province,China    213000
电话(Tel): 0519-69813656 / 69813657 / 69813658-810
传真(Fax): 0519-69813655
E-mail: sales@match-well.com
http://www.match-well.com


